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0.620 0.004
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P1P5

Parts are subject to change without notice.
Products cut to specific sizes are uncancellable/ nonreturnable.

P2P6P3P7P4P8

Tails may be clipped to acheive specific dimensions.

C. Lead Free

Operating Temperature: -25 ⁰C,   ̴ +85⁰C
Operating Humidity: 10%   ̴ 95% RH

Specifications:
Weight: Approx. 2.50g                                                    Storage Temperature: -40⁰C,   ̴ +85⁰C
Contact Principle: Friction Technology                           Storage Humidity: 10%   ̴ 95% RH
Operating Position: Shaft up/ Down/ Horizontal             Thermal Shock: -40⁰C,    ̴ +60⁰C, 5 cycles
Durability: 5,000 Cycles Min.                                          Damp Heat: 40⁰C, 90% RH, 500HR
Insulation Material: Thermoplastic, Ul94V-0                   Salt-Mist: 35⁰C, 5% NaCl, 48HR
Contact Material: Gold Plating with 3µ” Min.
Contact Resistance: 100mΩ Max.
Insulation Resistance: >1000 MΩ/ 500 VDC
Wave: N/A
VaporPhase: 215⁰C, 30 sec. Max.
IR Reflow: 260⁰C, 15 sec. Max.
Manual Soldering: 360 ⁰C, 3 sec. Max.

A. Number of Contacts
        - 6 or 8
B. Packing Information
        - C= Tube and Tray
        - F= Reel
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Sim Card
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Card Lock Position

Activation Spring
2.3mm clearance required

For Activation Spring
During Insertion & Withdrawal

Card Ejection Position
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Card Center
Overall Height

[1.32]

0.052

 0.596[15.15] 

[0.90]

 0.067[1.70] 

0.035 0.004
0.082[2.10]

 0.031[0.80] 
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GND

Recommended P.C. Board Layout
 General Tolerance +/- 0.002
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0.039

[0.10]

[0.10]

0.004

.004

[0.80]

0.031 0.002

0.079

[2.00]

SIMS60 X - 20 - F - LF

(A) (B) (C)

Connector Pin No. 

Terminal No. 

Pin 1 VCC: PWR signed and GND

Pin 2 RST: Reset Signal

Pin 3 CLK: Clocking signal

Pin 4 Reserved

Pin 5 GND: PWR signal and GND

Pin 6 VPP: programming Voltage

Pin 7 I/O: serial date input/ output

Pin 8 Reserved

2533 Centennial Blvd. 

Jeffersonville, In 47130 

Phone: 812-670-4174  

Fax: 812-670-4175 

E-Mail: mle@mlelectronics.com 

 


